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SEWER GENERAL NOTES

1. SEWERS SHALL BE LAID ACCURATELY TO BOTH GRADE AND LINE. THE OUA WILL NOT ACCEPT ANY LINE LAID WITH A SLOPE LESS THAN 10% OF THE MINIMUM SLOPE.

2. VISIBLE LEAKAGE, DEFLECTIONS, HORIZONTAL MISALIGNMENT, SIGNIFICANT BOWING, NON—CONSTANT SLOPES BETWEEN MANHOLES AND SAGGING JOINTS SHALL BE GROUNDS FOR REJECTION
OF THE INSTALLED SYSTEM OR PORTIONS THEREOF.

5. THE MAXIMUM ACCEPTABLE DEVIATION SHALL BE 7.5% OF THE INSIDE DIAMETER OF THE PIPE WITH NO GREATER OCCURRENCE THAT ONE EACH HUNDRED FEET.

4. MINIMUM COVER ON A PVC SANITARY SEWER SHALL BE 4’ TO THE INVERT, DIP SHALL BE PLACED FOR LENGTHS WITH LESS THAN MINIMUM COVER.

5. MANHOLES SHALL BE SET ACCORDING TO THE APPROVED CONSTRUCTION PLANS AND SHALL BE PRECAST IN ACCORDANCE WITH THE OUA'S STANDARD DETAILS.

6. ALL GRAVITY SEWER LINES SHALL BE INSPECTED AND TESTED IN ACCORDANCE WITH OUA MANUAL OF STANDARDS LATEST VERSION. 62-555.314 LOCATION OF PUBLIC WATER SYSTEM
MAINS.

FOR THE PURPOSE OF THIS SECTION, THE PHRASE “WATER MAINS” SHALL MEAN MAINS, INCLUDING TREATMENT PLANT PROCESS PIPING, CONVEYING EITHER RAW, PARTIALLY TREATED, OR
FINISHED DRINKING WATER; FIRE HYDRANT LEADS; AND SERVICE LINES THAT ARE UNDER THE CONTROL OF A PUBLIC WATER SYSTEM AND THAT HAVE AN INSIDE DIAMETER OF THREE INCHES
OR GREATER.

1. HORIZONTAL SEPARATION BETWEEN UNDERGROUND WATER MAINS AND SANITARY OR STORM SEWERS, WASTEWATER OR STORMWATER FORCE
MAINS, RECLAIMED WATER PIPELINES, AND ON-—SITE SEWAGE TREATMENT AND DISPOSAL SYSTEMS.

A. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A HORIZONTAL DISTANCE OF AT LEAST THREE FEET BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE
OUTSIDE OF ANY EXISTING OR PROPOSED STORM SEWER, STORMWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER REGULATED UNDER PART Il OF CHAPTER 62-610, F.A.C.

B. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A HORIZONTAL DISTANCE OF AT LEAST THREE FEET, AND PREFERABLY TEN FEET, BETWEEN THE OUTSIDE OF
THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED VACUUM-TYPE SANITARY SEWER.

C. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A HORIZONTAL DISTANCE OF AT LEAST SIX FEET, AND PREFERABLY TEN FEET, BETWEEN THE OUTSIDE OF
THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED GRAVITY— OR PRESSURE-TYPE SANITARY SEWER, WASTEWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED
WATER NOT REGULATED UNDER PART Il OF CHAPTER 62-610, F.A.C. THE MINIMUM HORIZONTAL SEPARATION DISTANCE BETWEEN WATER MAINS AND GRAVITY-TYPE SANITARY SEWERS SHALL
BE REDUCED TO THREE FEET WHERE THE BOTTOM OF THE WATER MAIN IS LAID AT LEAST SIX INCHES ABOVE THE TOP OF THE SEWER.

D. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO PROVIDE A HORIZONTAL DISTANCE OF AT LEAST TEN FEET BETWEEN THE OUTSIDE OF THE WATER MAIN AND ALL
PARTS OF ANY EXISTING OR PROPOSED “ON—SITE SEWAGE TREATMENT AND DISPOSAL SYSTEM” AS DEFINED IN SECTION 381.0065(2), F.S., AND RULE 64E—6.002, F.A.C.

2. VERTICAL SEPARATION BETWEEN UNDERGROUND WATER MAINS AND SANITARY OR STORM SEWERS, WASTEWATER OR STORMWATER FORCE MAINS, AND RECLAIMED WATER PIPELINES.

A. NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY EXISTING OR PROPOSED GRAVITY— OR VACUUM—TYPE SANITARY SEWER OR STORM SEWER SHALL BE LAID SO THE
OUTSIDE OF THE WATER MAIN IS AT LEAST SIX INCHES, AND PREFERABLY 12 INCHES, ABOVE OR AT LEAST 12 INCHES BELOW THE OUTSIDE OF THE OTHER PIPELINE. HOWEVER, IT IS
PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER PIPELINE.

B. NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY EXISTING OR PROPOSED PRESSURE-TYPE SANITARY SEWER, WASTEWATER OR STORMWATER FORCE MAIN, OR PIPELINE
CONVEYING RECLAIMED WATER SHALL BE LAID SO THE OUTSIDE OF THE WATER MAIN IS AT LEAST 12 INCHES ABOVE OR BELOW THE OUTSIDE OF THE OTHER PIPELINE. HOWEVER, IT IS
PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER PIPELINE.

C. AT THE UTILITY CROSSINGS DESCRIBED IN PARAGRAPHS (A) AND (B) ABOVE, ONE FULL LENGTH OF WATER MAIN PIPE SHALL BE CENTERED ABOVE OR BELOW THE OTHER PIPELINE SO THE
WATER MAIN JOINTS WILL BE AS FAR AS POSSIBLE FROM THE OTHER PIPELINE. ALTERNATIVELY, AT SUCH CROSSINGS, THE PIPES SHALL BE ARRANGED SO THAT ALL WATER MAIN JOINTS
ARE AT LEAST THREE FEET FROM ALL JOINTS IN VACUUM—TYPE SANITARY SEWERS, STORM SEWERS, STORMWATER FORCE MAINS, OR PIPELINES CONVEYING RECLAIMED WATER REGULATED
UNDER PART Il OF CHAPTER 62-610, F.A.C., AND AT LEAST SIX FEET FROM ALL JOINTS IN GRAVITY— OR PRESSURE-TYPE SANITARY SEWERS, WASTEWATER FORCE MAINS, OR PIPELINES
CONVEYING RECLAIMED WATER NOT REGULATED UNDER PART Il OF CHAPTER 62-610, F.A.C.

5. SEPARATION BETWEEN WATER MAINS AND SANITARY OR STORM SEWER MANHOLES

A. NO WATER MAIN SHALL PASS THROUGH, OR COME INTO CONTACT WITH, ANY PART OF A SANITARY SEWER MANHOLE.

B. EFFECTIVE AUGUST 28, 2003, WATER MAINS SHALL NOT BE CONSTRUCTED OR ALTERED TO PASS THROUGH, OR COME INTO CONTACT WITH, ANY PART OF A STORM SEWER MANHOLE OR
INLET STRUCTURE. WHERE IT IS NOT TECHNICALLY FEASIBLE OR ECONOMICALLY SENSIBLE TO COMPLY WITH THIS REQUIREMENT (I.E., WHERE THERE IS A CONFLICT IN THE ROUTING OF A
WATER MAIN AND A STORM SEWER AND WHERE ALTERNATIVE ROUTING OF THE WATER MAIN OR THE STORM SEWER IS NOT TECHNICALLY FEASIBLE OR IS NOT ECONOMICALLY SENSIBLE),
THE DEPARTMENT SHALL ALLOW EXCEPTIONS TO THIS REQUIREMENT (I.E., THE DEPARTMENT SHALL ALLOW CONSTRUCTION OF CONFLICT MANHOLES), BUT SUPPLIERS OF WATER OR PERSONS

PROPOSING TO CONSTRUCT CONFLICT MANHOLES MUST FIRST OBTAIN A SPECIFIC PERMIT FROM THE DEPARTMENT IN ACCORDANCE WITH PART V OF THIS CHAPTER AND MUST PROVIDE IN
THE PRELIMINARY DESIGN REPORT OR DRAWINGS, SPECIFICATIONS, AND DESIGN DATA ACCOMPANYING THEIR PERMIT APPLICATION THE FOLLOWING INFORMATION:

1. TECHNICAL OR ECONOMIC JUSTIFICATION FOR EACH CONFLICT MANHOLE.

2. A STATEMENT IDENTIFYING THE PARTY RESPONSIBLE FOR MAINTAINING EACH CONFLICT MANHOLE.

3. ASSURANCE OF COMPLIANCE WITH THE DESIGN AND CONSTRUCTION REQUIREMENTS IN SUB—SUBPARAGRAPHS A. THROUGH D. BELOW.

a. EACH WATER MAIN PASSING THROUGH A CONFLICT MANHOLE SHALL HAVE A FLEXIBLE, WATERTIGHT JOINT ON EACH SIDE OF THE MANHOLE TO ACCOMMODATE DIFFERENTIAL SETTLING
BETWEEN THE MAIN AND THE MANHOLE.

b. WITHIN EACH CONFLICT MANHOLE, THE WATER MAIN PASSING THROUGH THE MANHOLE SHALL BE INSTALLED IN A WATERTIGHT CASING PIPE HAVING HIGH IMPACT STRENGTH (LE.,
HAVING AN IMPACT STRENGTH AT LEAST EQUAL TO THAT OF 0.25—INCH—THICK DUCTILE IRON PIPE).

c. EACH CONFLICT MANHOLE SHALL HAVE AN ACCESS OPENING, AND SHALL BE SIZED, TO ALLOW FOR EASY CLEANING OF THE MANHOLE.

d. GRATINGS SHALL BE INSTALLED AT ALL STORM SEWER INLETS UPSTREAM OF EACH CONFLICT MANHOLE TO PREVENT LARGE OBJECTS FROM ENTERING THE MANHOLE.

4. SEPARATION BETWEEN FIRE HYDRANT DRAINS AND SANITARY OR STORM SEWERS, WASTEWATER OR STORMWATER FORCE MAINS, RECLAIMED WATER PIPELINES, AND ON-—SITE SEWAGE
TREATMENT AND DISPOSAL SYSTEMS. NEW OR RELOCATED FIRE HYDRANTS WITH UNDERGROUND DRAINS SHALL BE LOCATED SO THAT THE DRAINS ARE AT LEAST THREE FEET FROM ANY
EXISTING OR PROPOSED STORM SEWER, STORMWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER REGULATED UNDER PART Il OF CHAPTER 62-610, F.A.C.; AT LEAST THREE
FEET, AND PREFERABLY TEN FEET, FROM ANY EXISTING OR PROPOSED VACUUM—TYPE SANITARY SEWER; AT LEAST SIX FEET, AND PREFERABLY TEN FEET, FROM ANY EXISTING OR
PROPOSED GRAVITY— OR PRESSURE-TYPE SANITARY SEWER, WASTEWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER NOT REGULATED UNDER PART Il OF CHAPTER 62-610,
F.A.C.; AND AT LEAST TEN FEET FROM ANY EXISTING OR PROPOSED “ON-—SITE SEWAGE TREATMENT AND DISPOSAL SYSTEM ”AS DEFINED IN SECTION 381.0065(2), F.S., AND RULE
64E-6.002, F.A.C.

5. EXCEPTIONS. WHERE IT IS NOT TECHNICALLY FEASIBLE OR ECONOMICALLY SENSIBLE TO COMPLY WITH THE REQUIREMENTS IN SUBSECTION (1) OR (2) ABOVE, THE DEPARTMENT (FDEP)
SHALL ALLOW EXCEPTIONS TO THESE REQUIREMENTS IF SUPPLIERS OF WATER OR CONSTRUCTION PERMIT APPLICANTS PROVIDE TECHNICAL OR ECONOMIC JUSTIFICATION FOR EACH
EXCEPTION AND PROVIDE ALTERNATIVE CONSTRUCTION FEATURES THAT AFFORD A SIMILAR LEVEL OF RELIABILITY AND PUBLIC HEALTH PROTECTION. ACCEPTABLE ALTERNATIVE CONSTRUCTION
FEATURES INCLUDE THE FOLLOWING:

A, WHERE AN UNDERGROUND WATER MAIN IS BEING LAID LESS THAN THE REQUIRED MINIMUM HORIZONTAL DISTANCE FROM ANOTHER PIPELINE AND WHERE AN UNDERGROUND WATER MAIN IS
CROSSING ANOTHER PIPELINE AND JOINTS IN THE WATER MAIN ARE BEING LOCATED LESS THAN THE REQUIRED MINIMUM DISTANCE FROM JOINTS IN THE OTHER PIPELINE:
1. USE OF PRESSURE-RATED PIPE CONFORMING TO THE AMERICAN WATER WORKS ASSOCIATION STANDARDS INCORPORATED INTO RULE 62-555.330, F.A.C., FOR THE OTHER PIPELINE IF IT
IS A GRAVITY— OR VACUUM-TYPE PIPELINE;
2. USE OF WELDED, FUSED, OR OTHERWISE RESTRAINED JOINTS FOR EITHER THE WATER MAIN OR THE OTHER PIPELINE; OR
5. USE OF WATERTIGHT CASING PIPE OR CONCRETE ENCASEMENT AT LEAST FOUR INCHES THICK FOR EITHER THE WATER MAIN OR THE OTHER PIPELINE.

B. WHERE AN UNDERGROUND WATER MAIN IS BEING LAID LESS THAN THREE FEET HORIZONTALLY FROM ANOTHER PIPELINE AND WHERE AN UNDERGROUND WATER MAIN IS CROSSING ANOTHER
PIPELINE AND IS BEING LAID LESS THAN THE REQUIRED MINIMUM VERTICAL DISTANCE FROM THE OTHER PIPELINE:
1. USE OF PIPE, OR CASING PIPE, HAVING HIGH IMPACT STRENGTH (I.E., HAVING AN IMPACT STRENGTH AT LEAST EQUAL TO THAT OF 0.25—INCH—-THICK DUCTILE
IRON PIPE) OR CONCRETE ENCASEMENT AT LEAST FOUR INCHES THICK FOR THE WATER MAIN; AND
2. USE OF PIPE, OR CASING PIPE, HAVING HIGH IMPACT STRENGTH (I.E., HAVING AN IMPACT STRENGTH AT LEAST EQUAL TO THAT OF
0.25—INCH=THICK DUCTILE IRON PIPE) OR CONCRETE ENCASEMENT AT LEAST FOUR INCHES THICK FOR THE OTHER PIPELINE IF IT IS NEW AND IS CONVEYING
WASTEWATER OR RECLAIMED WATER.

NOTE: OKEECHOBEE UTILITY AUTHORITY MINIMUM DESIGN AND CONSTRUCTION STANDARDS (LATEST
EDITION) ARE TO BE ADHERED TO AND WILL BE ENFORCED TO AT LEAST THESE MINIMUM
STANDARDS.

NOTE: OKEECHOBEE UTILITY AUTHORITY OPERATING HOURS
MONDAY—-THURSDAY 7:00 AM — 5:30 PM

20.

27.

22.

23.

GENERAL NOTES

FOR THE PURPOSE OF THE GENERAL NOTES BELOW, THE TERM DEPARTMENT SHALL MEAN OKEECHOBEE UTILITY AUTHORITY 1.

THE CONTRACTOR SHALL CONTACT ALL CONCERNED UTILITIES AT LEAST 48 HOURS IN ADVANCE OF CONSTRUCTION OPERATIONS.

THE LOCATION AND SIZE OF ALL EXISTING UTILITIES SHOWN ON THE PLANS ARE APPROXIMATE AND ARE BASED ON THE BEST AVAILABLE INFORMATION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITIES BY ELECTRONIC
METHOD AND BY HAND EXCAVATION IN COORDINATION WITH ALL UTILITY COMPANIES PRIOR TO BEGINNING ANY CONSTRUCTION OPERATIONS. ANY AND ALL
CONFLICTS OF EXISTING UTILITIES WITH PROPOSED IMPROVEMENTS SHALL BE RESOLVED BY THE ENGINEER AND DEPARTMENT PRIOR TO BEGINNING ANY
CONSTRUCTION OPERATIONS.  THIS WORK BY THE CONTRACTOR SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL COMPENSATION

SHALL BE ALLOWED.

LOCATION OF PROPOSED FACILITIES WILL BE STAKED BY CONTRACTOR. CONTRACTOR MUST GIVE 438 HOURS NOTICE TO THE DEPARTMENT IN ADVANCE OF

LAYOUT.

THE LOCATION AND SIZE OF ALL EXISTING UTILITIES SHOWN ON THE PLANS ARE APPROXIMATE AND ARE BASED ON THE BEST AVAILABLE INFORMATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITIES BY ELECTRONIC

METHOD AND BY HAND EXCAVATION IN COORDINATION WITH ALL UTILITY COMPANIES PRIOR TO BEGINNING ANY CONSTRUCTION OPERATIONS. ANY AND ALL 4.
CONFLICTS OF EXISTING UTILITIES WITH PROPOSED IMPROVEMENTS SHALL BE RESOLVED BY THE ENGINEER AND DEPARTMENT PRIOR TO BEGINNING ANY

CONSTRUCTION OPERATIONS.  THIS WORK BY THE CONTRACTOR SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL COMPENSATION

SHALL BE ALLOWED.

5.
LOCATION OF PROPOSED FACILITIES WILL BE STAKED BY CONTRACTOR. CONTRACTOR MUST GIVE 48 HOURS NOTICE TO THE DEPARTMENT IN ADVANCE OF 5
LAYOUT.
PROJECT SUPERINTENDENT: THE CONTRACTOR SHALL PROVIDE A QUALIFIED SUPERINTENDENT TO REMAIN ON THE JOB SITE AT ALL TIMES WHEN WORK IS -
BEING PERFORMED. THE SUPERINTENDENT SHALL BE PRESENT AT THE PRE—CONSTRUCTION MEETINGS. THE CONTRACTOR SHALL NOTIFY THE DEPARTMENT
BY LETTER PRIOR TO THE PRE—CONSTRUCTION MEETING APPOINTING THE SUPERINTENDENT FOR THIS PROJECT INCLUDING A FORMAL RESUME SHOWING
QUALIFICATIONS.  IN THE EVENT THE SUPERINTENDENT WILL NOT BE PRESENT FOR ANY PERIOD OF TIME DURING CONTRACT WORK THE CONTRACTOR SHALL 5
PROVIDE 48 HOURS NOTICE IN WRITING TO THE DEPARTMENT, INCLUDING THE APPOINTMENT OF A QUALIFIED REPLACEMENT SUPERINTENDENT WHO WILL BE
PRESENT DURING THE CONSTRUCTION. WORK SHALL NOT BE ALLOWED TO PROCEED UNLESS THE ASSIGNED SUPERINTENDENT IS PRESENT.
T IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE HIS COMPLETE FAMILIARITY WITH THE PROJECT SITE AND COMPONENTS TO INCLUDE SUBSURFACE !
CONDITIONS OF SOIL AND GROUNDWATER TABLE. WARNING: EXACT LOCATION OF UNDERGROUND UTILITIES IS NOT KNOWN NOR IS THIS DRAWING TO BE '
CONSTRUED AS DEPICTING THE LOCATION OF ALL UNDERGROUND UTILITES OR STRUCTURES. THE CONTRACTOR IS RESPONSIBLE FOR DETERMINATION OF "
LOCATION PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR IS RESPONSIBLE, THEREFORE, FOR ALL DAMAGE AND REPAIR COSTS. '
DENSITY TESTS OF TRENCH BACKFILL MATERIAL SHALL BE REQUIRED AT INTERVALS OF NOT MORE THAN 500 FEET. DENSITY TESTS OF PAVEMENT
OPEN—CUT AREAS INCLUDING ROADS, TURNLANES, AND DRIVES SHALL BE REQUIRED AT EACH OPEN—CUT AT INTERVALS OF NOT MORE THAN 50 FEET. ALL B
TESTS SHALL COMMENCE AT THE TOP OF CONDUIT AND EVERY 12 INCHES TO THE FINISH GRADE. COMPACTION SHALL BE IN ACCORDANCE WITH "TYPICAL o
TRENCH DETAIL” AND "FLEXIBLE PAVEMENT REPLACEMENT DETAIL”. FLORIDA BEARING TESTS FOR THE STABILITY OF EXISTING SUBSOIL SHALL BE TAKEN AT '
INTERVALS OF NOT MORE THAN 500 FEET, AND CLOSER AS MIGHT BE NECESSARY IN THE EVENT OF VARIATIONS IN THE STRATA. A CERTIFIED COPY OF
THE TESTS SHALL BE PROVIDED TO THE DEPARTMENT AND THE FLORIDA DEPARTMENT OF TRANSPORTATION OR COUNTY ENGINEERING DEPARTMENT
DEPENDING ON JURISDICTION.  CONTRACTORS BID PRICE SHALL INCLUDE PAYMENT FOR ALL TESTS CONDUCTED BY AN INDEPENDENT TESTING LAB. .
ANY LANDSCAPING DISTURBED, UNLESS OTHERWISE SHOWN ON THE PLANS, SHALL BE REPLACED BY THE CONTRACTOR TO THE SATISFACTION OF THE
DEPARTMENT AT THE CONTRACTORS EXPENSE.
. ANY WALK, CURB AND GUTTER OR PAVEMENT DISTURBED, UNLESS OTHERWISE SHOWN ON PLANS, SHALL BE REPLACED BY THE CONTRACTOR AT THE ”
CONTRACTOR'S EXPENSE. ALL CONSTRUCTION SHALL MEET ADA REQUIREMENTS. '
. ALL SOD IS TO BE PLACED FOR THE FULL WIDTH DISTURBED AT THE PER LINEAR FOOT UNIT PRICE FOR SOD. SOD SHALL BE REPLACED TO MATCH .
EXISTING KIND UNLESS OTHERWISE SHOWN ON PLANS.
16.
. ANY TREES AND/OR SCRUB OR OTHER VEGETATION NOT TO BE REPLACED SHALL BE REMOVED FROM THE PROJECT AT THE CONTRACTOR'S EXPENSE.
17.
. ALL RUBBLE AND UNSUITABLE MATERIAL MUST BE REMOVED FROM THE PROJECT AND DISPOSED OF PROPERLY BY THE CONTRACTOR AT THE CONTRACTOR'S
EXPENSE.
18.
. MAILBOXES MUST BE MAINTAINED TO BE CAPABLE OF RECENING MAIL AT ALL TIMES. CONTRACTOR'S BID PRICE FOR PIPE SHALL INCLUDE MAILBOX
MAINTENANCE. 19
. ALL CONSTRUCTION DEWATERING (WELL POINTS, SUMPS, ETC.) WILL REQUIRE A DEWATERING PERMIT FROM SOUTH FLORIDA WATER MANAGEMENT DISTRICT.
THIS SHALL BE OBTAINED BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE PRIOR TO BEGINNING OF CONSTRUCTION. CONTRACTOR'S BID PRICE FOR
PIPE SHALL INCLUDE DEWATERING. 20.
THE "TRENCH SAFETY ACT" SHALL BE INCORPORATED INTO THIS CONTRACT AS ENACTED BY THE LEGISLATURE OF THE STATE OF FLORIDA TO BE IN EFFECT 21
AS OF OCTOBER 1, 1990.
. A PERMIT IS REQUIRED FOR ALL WORK WITHIN COUNTY RIGHT—OF—WAY. THIS PERMIT MUST BE OBTAINED BY THE CONTRACTOR FROM THE COUNTY 22.

ENGINEERING DEPARTMENT. ALL COSTS PAYABLE BY THE CONTRACTOR. A COPY OF THIS PERMIT MUST BE MAINTAINED ON THE PROJECT SITE AT ALL

TIMES DURING CONSTRUCTION.

. ALL CONCRETE AND ASPHALT DRIVES MUST BE REPLACED FROM SAW CUT TO EDGE OF PAVEMENT.

. LOCATIONS OF FIRE HYDRANTS AND AIR RELEASE VALVES ARE APPROXIMATE ONLY. FINAL LOCATIONS WILL BE DETERMINED BY DEPARTMENT PERSONNEL I[N

FIELD.

WATER GENERAL NOTES

ALL CONNECTIONS TO EXISTING MAINS SHALL BE OBSERVED BY THE DEPARTMENT. VALVES ON EXISTING MAINS SHALL BE OPERATED BY
DEPARTMENT PERSONNEL OR UNDER THEIR DIRECT SUPERVISION. TAPPING SLEEVE AND VALVE SHALL BE PRESSURE TESTED PRIOR TO TAPPING.
[F SERVICE MUST BE CUT OFF TO EXISTING CUSTOMERS, THE DEPARTMENT MUST HAVE THREE DAYS NOTICE TO MAKE NECESSARY NOTIFICATIONS.
THE CONTRACTOR MAY BE REQUIRED TO ASSIST IN NOTIFICATIONS. IN THIS EVENT, CONTRACTOR SHALL BE READY TO PROCEED WITH AS MUCH
MATERIAL PREASSEMBLED AS POSSIBLE AT THE SITE TO MINIMIZE THE LENGTH OF SERVICE INTERRUPTION. THE DEPARTMENT WILL POSTPONE A
SERVICE CUT OFF IF THE CONTRACTOR IS NOT READY TO PROCEED ON SCHEDULE. SUCH CONNECTIONS SHALL BE MADE AT NIGHT TO MINIMIZE
EFFECTS UNLESS OTHERWISE AUTHORIZED BY THE DEPARTMENT. NO CUSTOMER SHOULD BE WITHOUT SERVICE FOR MORE THAN FOUR HOURS.
LOCAL CHLORINATION WILL BE REQUIRED FOR ALL PIPE AND FITTINGS USED TO COMPLETE CONNECTIONS WITH POTABLE WATER.

THE CONTRACTOR SHALL HAVE AVAILABLE AT THE JOB SITE AT ALL TIMES ONE COPY OF OKEECHOBEE UTILITY AUTHORITY MINIMUM DESIGN AND
CONSTRUCTION STANDARDS, ONE COPY OF THE CONTRACT DOCUMENTS, INCLUDING PLANS, SPECIFICATIONS AND SPECIAL PROVISIONS, AND COPIES

OF ANY REQUIRED CONSTRUCTION PERMITS.

CONTRACTOR SHALL PROVIDE PROPER BENDS TO MAINTAIN REQUIRED DEPTH AND ALIGNMENT OF PIPE. COST OF BENDS NOT DESIGNATED ON
PLANS SHALL BE INCLUDED WITH THE UNIT PRICE FOR PIPE.

DEFLECT PIPE AS NECESSARY TO OBTAIN THE REQUIRED ALIGNMENT. USE APPROPRIATE FITTINGS WHEN DEFLECTION EXCEEDS 75% OF
MANUFACTURER'S RECOMMENDED MAXIMUM DEFLECTION.

ALL FITTINGS SHALL BE MECHANICALLY RESTRAINED.

REFER TO MECHANICAL RESTRAINT DETAIL.

MAXIMUM LENGTH OF WATER MAIN AND FORCE MAIN PRESSURE TEST SHALL BE 1500 FEET. WATER SOURCE FOR FLUSHING, FILLING AND
PRESSURE TESTING THE WATER MAIN SHALL BE FROM A TREATED SOURCE APPROVED BY THE DEPARTMENT.

THE CONTRACTOR SHALL VERIFY THE LOCATION OF EXISTING WATER SERVICES PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL PROTECT THE
EXISTING WATER SERVICES FROM DAMAGE AND REPAIR ANY BREAKS IMMEDIATELY.

MECHANICALLY RESTRAIN THREE (3) FULL LENGTHS EACH SIDE OF ALL BENDS AND AS STIPULATED IN THE MECHANICAL RESTRAINT DETAIL.
MECHANICAL RESTRAINTS SHALL BE EITHER EBBA, TYLER OR UNIFLANGE. THE CONTRACTORS BID PRICE FOR PIPE, GATE VALVES AND FITTINGS

SHALL INCLUDE MECHANICAL RESTRAINT.

ALL PRESSURE TESTS SHALL BE IN ACCORDANCE WITH AWWA STANDARDS. CONTRACTOR'S BID PRICE FOR PIPE SHALL INCLUDE PRESSURE TESTING.

AIR RELEASE VALVE VAULT COVERS SHALL BE CONSTRUCTED PER DETAIL "STANDARD ALUMINUM COVER” AS SHOWN IN THE DEPARTMENTS MINIMUM
DESIGN AND CONSTRUCTION STANDARDS. MINIMUM COVER SIZE TO MATCH VAULT INSIDE WALL DIMENSIONS.

ALL WATER SERVICES SHALL BE HORIZONTAL DIRECTIONAL DRILLED UNDER EXISTING PAVEMENT.

VALVE STEM RISER SHALL BE REQUIRED WHERE OPERATING NUT DEPTH EXCEEDS 4 FEET. THE RISER SHALL BE BOLTED TO THE VALVE NUT.
METHOD AND MATERIALS SHALL BE APPROVED BY THE DEPARTMENT. COST FOR THIS WORK SHALL BE INCLUDED IN THE CONTRACTORS BID UNIT

PRICE FOR GATE VALVES.

THE CONTRACTOR SHALL CLEAN MAINS USING APPROVED POLYURETHANE PIG(S). TEMPORARY CLEANING STATIONS SHALL BE CONSTRUCTED BY THE
CONTRACTOR. THE CONTRACTOR SHALL PROVIDE A CLEANING PLAN SHOWING METHOD OF FILLING AND CLEANING MAINS PRIOR TO START OF
CONSTRUCTION.  THE CLEANING PLAN SHALL BE APPROVED BY THE DEPARTMENT PRIOR TO CONSTRUCTION. ALL COSTS FOR FILLING AND
CLEANING SHALL BE AT THE CONTRACTORS EXPENSE AND INCLUDED IN BID PRICE FOR PIPE.

THE CONTRACTOR SHALL INSTALL TESTING POINTS FOR PRESSURE TESTING MAINS. THE CONTRACTOR SHALL INSTALL AND REMOVE AND PLUG CORP.
STOPS PER DEPARTMENT STANDARDS. THE LOCATION OF TEST POINTS SHALL BE APPROVED BY THE DEPARTMENT.

WATER MAIN DISINFECTION SHALL BE IN ACCORDANCE WITH CURRENT AWWA, BULLETIN C—651.

WATER MAINS AND APPURTENANCES SHALL BE IN ACCORDANCE WITH CURRENT AWWA AND NSF STANDARDS.

MINIMUM COVER TO FINISHED GRADE OVER WATER MAINS SHALL BE 30 INCHES UP TO 8" DIAMETER; 10" OR LARGER SHALL HAVE 36" COVER OR

GREATER TO PROVIDE A MINIMUM 18" COVER OVER OPERATING NUT OF GATE VALVES.

ALL MAINS SHALL BE TESTED FOR LEAKAGE. WATER SHALL BE SUPPLIED TO THE MAIN AND PUMPED TO THE REQUIRED 150 PSI PRESSURE.

NEWLY CONSTRUCTED FIRE HYDRANTS THROUGHOUT THE PROJECT SHALL HAVE A RED "OUT OF SERVICE” DISK (JOSEPH G. POLLARD CO. OR

EQUAL) ATTACHED TO 4" PUMPER NOZZLE CAP. DISK TO BE REMOVED AFTER WATER SYSTEM HAS BEEN APPROVED FOR SERVICE BY THE

DEPARTMENT.

FIRE HYDRANTS SHALL BE MARKED WITH AN APPROVED REFLECTOR AFFIXED TO THE ROADWAY SURFACE WHERE REQUIRED BY THE AHJ.

REQUIRED BY THE AHJ.

. FIRE HYDRANTS SHALL BE MARKED WITH AN APPROVED FLAG OR OTHER DEVICE AFFIXED TO OR PROXIMATE TO THE FIRE HYDRANT WHERE

WHERE REQUIRED BY THE AHJ, FIRE HYDRANTS SHALL BE COLOR CODED OR OTHERWISE MARKED WITH AN APPROVED SYSTEM INDICATING THE

AVAILABLE FLOW CAPACITY.

THE DEPARTMENT SHALL BE NOTIFIED AT LEAST 48 HOURS IN ADVANCE OF ANY TESTING PROCEDURES. AFTER FLUSHING IS COMPLETED, LINE
PRESSURE SHALL BE APPLIED TO THE WATER SYSTEM TO DETERMINE [IF ANY MAJOR DEFECTS ARE PRESENT. THE COMPLETE WATER SYSTEM SHALL

THEN BE TESTED AT A PRESSURE OF

150 PSI FOR A PERIOD OF NOT LESS THAN TWO HOURS. THE DEPARTMENT MAY, AT ITS DISCRETION, INCREASE
THE PERIOD TO FOUR HOURS. MAXIMUM LENGTH OF LINE TO BE TESTED AT ONE TIME SHALL NOT EXCEED 1500 LINEAR FEET. AN OIL FILLED

PRESSURE GAUGE UP TO 200 PSI AT 2 POUND INCREMENTS SHALL BE USED FOR ALL PRESSURE TESTS. NO VISIBLE MOVEMENT OF THE SYSTEM
SHALL OCCUR AND LEAKAGE SHALL NOT EXCEED:

THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION AND RESTORATION (IF DAMAGED) OF ALL EXISTING STRUCTURES WITHIN THE CONSTRUCTION LIMITS

OF THE PROJECT, INCLUDING BUT NOT LIMITED TO WALLS, FENCES, POWER POLES, MAIL BOXES, DRAINAGE PIPES AND STRUCTURES,

ETC.

"RECORD DRAWINGS” SHALL INCLUDE FURNISHING THE DEPARTMENT WITH ALL INFORMATION NECESSARY FOR A COMPLETE SET OF RECORD DRAWINGS AS

STIPULATED IN THE REFERENCED "MINIMUM DESIGN AND CONSTRUCTION STANDARDS.”

THE CONTRACTOR SHALL PROTECT EXISTING UTILITIES FROM DAMAGE DURING CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL SUPPORT UTILITIES AND
SHORE TRENCH AS REQUIRED TO PROTECT AND MAINTAIN EXISTING UTILITIES. THE CONTRACTOR SHALL NOTIFY EACH UTILITY PRIOR TO ATTEMPTING TO

SUPPORT THEIR FACILITIES. IF THE UTILITY REQUIRES THAT ONLY THEIR CREWS SHALL BE ALLOWED TO SUPPORT THEIR FACILITIES, THEN [T SHALL BE THE
CONTRACTORS RESPONSIBILITY TO COORDINATE WORK AND PAY THE UTILITY FOR THEIR EXPENSES IF REQUIRED. ALL COSTS FOR THIS WORK SHALL BE AT

THE CONTRACTORS EXPENSE AND INCLUDED IN THE CONTRACTORS BID PRICE.

OUA MUST BE NOTIFIED OF, CONDUCT INSPECTION, AND ACCEPT ALL MATERIAL DELIVERIES TO THE JOBSITE PRIOR TO INSTALLATION.

SPECIAL NOTE.:

RIGHT OF WAYS / PROPERTY LINES AS SHOWN ON THE PLANS ARE APPROXIMATE.

CONTRACTOR SHALL IDENTIFY ANY AREAS OF CONCERN AND VERIFY

ACTUAL RIGHT OF WAY / PROPERTY LINES BY STAKING IN FIELD BY CERTIFIED PROFESSIONAL LAND SURVEYOR. CONTRACTOR SHALL BE RESPONSIBLE

TO RELOCATE ANY NEW WATERMAINS THAT ARE PLACED ON PRIVATE PROPERTY.

PRICES FOR WATER MAIN.

COST FOR THIS SURVEY WORK SHALL BE INCLUDED IN BID UNIT

L=SD VP
14,800
WHERE: L=ALLOWABLE LEAKAGE IN GALLONS

S= LENGTH OF PIPE IN FEET
P = TEST PRESSURE IN PSI
D = DIAMETER OF PIPE IN INCHES

UTILITIES NOTES & DETAILS

PHASE 1 - COMMERCIAL AREAS

LOCATED IN SECTIONS 34&35, TOWNSHIPS 38&39 SOUTH, RANGE 34 EAST, GLADES COUNTY, FLORIDA

GG NEWLINES

4/20/26 REVISED GRADING PER FDOT MODIFICATIONS TL PDC
1/08/26 REVISED PER WWTP SITE TL GL
8/29/23 REVISED PER CONTRACTOR COMMENTS L PDC/IQ
ALL CONCRETE TO BE CLASS 8/2/23 REVISED WETLAND GRADIENT AND IMPERMEABLE BARRIERS COMMENTS TL PDC
'‘B° 3500 PSI 7/5/23 REVISED PER SFWMD LETTER COMMENTS DATED 6/26/23 TL PDC/CC
(UNLESS OTHERWISE NOTED)
4/25/23 REVISED AS PER COUNTY LETTER DATED 4/25/23 SLD JCS/AA
DATE DESCRIPTION ENGINEER | CAD
THIS DOCUMENT, TOGETHER WITH THE CONCEPTS AND DESIGNS PRESENTED HEREIN, AS AN INSTRUMENT OF SERVICE,
IS INTENDED ONLY FOR THE SPECIFIC PURPOSE AND CLIENT FOR WHICH IT WAS PREPARED. REUSE OF AND
IMPROPER RELIANCE ON THIS DOCUMENT WITHOUT WRITTEN AUTHORIZATION AND ADOPTION BY STEVEN L. DOBBS,
P.E., SHALL BE WITHOUT LIABILITY TO NEWLINES ENGINEERING & SURVEY AND STEVEN L. DOBBS ENGINEERING, LLC.

STEVEN L. DOBBS, P.E. N 21534

DRAWN
DR YB/MB
SCALE NTS
FLORIDA CERTIFICATE OF AUTHORIZATION NO. 00029206 DATE DATE 4/28/2026
STEVEN L. DOBBS ENGINEERING, LLC <=
1062 JAKES WAY OKEECHOBEE, FL 34974, PHONE (863) 824-7644/No. 15 OF 21




